BUSCH JET-WALL" HOOD

Air-Curtain Hood For Rolling Mill Exhaust Systems

The BUSCH JET-WALL Air Curtain Hood has
been developed specifically for rolling mill applications.
The JET-WALL system captures fumes much more
effectively than conventional canopy designs. The sys-
tem combines an adjustable perimeter air curtain jet with
variable internal exhaust air slots to capture and exhaust
rolling mill fumes. Higher capture efficiencies can be
achieved with lower exhaust air volumes than mills using
outdated canopy hood designs. The BUSCH JET-WALL
hood has been recognized by the EPA as the standard
method of choice for rolling mills for fume capture,

The JET-WALL Hood is also built to reduce drippage

Air curtain hood featuring vertical air jet
barrier for fume containment

of rolling mill coolant onto the strip. Slopped baffle
plate eliminators that are fully adjustable combined
with a unique drain system serve as additional protec-
tion from unnecessary drippage. These features are
unique to the BUSCH JET-WALL Hood,

The JET-WALL Hood may also be equipped with
filtered or heated supply air to further enhance the
ability to keep the metal strip and mill equipment
clean, Support legs are furnished so that the hood
can be lifted off the mill and set on the floor without
damaging key hood components. Quick disconnects
can be provided to further aid in ease of







